USB UART 
December 2001, p. 12-18 (010207-1) 


New USBUART.SYS and 
USBUART.INF files have been 
written that enable the software 
to be installed under Windows 
XP The new files are available 
from the Free Downloads section 
on our website. 


Atmel Micro Programmer 
September 2001, 
p. 52-87 (010005-1) 


The author of the project has 
kindly supplied updated versions 
of the PC control software 


(010005-11) and the firmware 
(010005-41). The relevant files 
are available from our Free 
Downloads page. Apparently the 
last few bytes could not be pro- 
grammed when the 4k version of 
the Atmel chip was used. The 
problem was caused by timing 
errors and is solved by the new 
software. 


Autoranging 
Capacitance Meter 
February 2003, p. 60-64 (020144-1) 


The parts list and the circuit dia- 
gram indicate different transis- 


tors in position T1. Both the 
BC559B and the BC557B will 
work in this circuit, although the 
BC559B is the preferred device. 
The Farnell order code for the 
Pactec case used in this project 
should be: 736-442. 


20/40-MHz Logic Analyser 
February 2003, p. 12-21 (020032-1) 
The parts list and the circuit dia- 
gram should be amended to 
read: 

1C8,IC9 = 74F393 or 74L8393 
1013 = 74L8573 or 74F573 

IC11 = 74LS688 





CORRECTIONS UPDATES 


Kits and components for this 
project are available from C-I 
Electronics, PO Box 55544, NL- 
3008-AM, Rotterdam, The 
Netherlands, www.dil.nl 


Temperature Indicator 
for the PC 
April 2003, p. 70-71 (020380-1) 


In case relatively long wires are 
used between the LM75 and the 
microcontroller, it is recom- 
mended to fit pull-up resistors on 
the SDA and SCL lines. These 
resistors can take values 
between 3.3 kQ and 10 kQ. 


